




VD CHEMICAL ANCHOR
ปลั๊กเคมี รุ่น CM

High safe working loads capacity without expansion stresses.
- Anchorage by strong mechanical bonding of chemical resin on both anchor stud 
 and sides of drilled hole.
- The anchoring capacity is up to 75 kN in compression area.
- No expansion stresses in base material.
- Close anchors spacing and edge distance.
- Sealed drilled hole.
- Vibration resistance.
- Provides safe and secure anchoring in difficult application.

»ÅÑê¡à¤ÁÕ¨ÐÁÕáÃ§ÂÖ´µÔ´á¹‹¹·ÕèÊÙ§ÁÒ¡ â´Â»ÃÒÈ¨Ò¡¤ÇÒÁà¤ÃÕÂ´ã¹ÃÙ¤Í¹¡ÃÕµ
- áÃ§ÂÖ´à¡ÒÐ¢Í§»ÅÑê¡ã¹ÃÙ¤Í¹¡ÃÕµà¡Ô´¨Ò¡áÃ§ÂÖ´à¡ÒÐ¢Í§ÊÒÃà¤ÁÕ·Õè·Ó¡Ñº Anchor Stud áÅÐ¡ÑºÃÙ¤Í¹¡ÃÕµ
 à¾ÃÒÐ©Ð¹Ñé¹¨ÐäÁ‹ÁÕáÃ§àº‹§¢ÂÒÂ¡ÃÐ·Óµ‹ÍÃÙ¤Í¹¡ÃÕµ ·ÓãËŒ¤Í¹¡ÃÕµäÁ‹à¡Ố ¤ÇÒÁàµÃÕÂ´
- ÊÒÁÒÃ¶ÃÑº¹éÓË¹Ñ¡ä Œ́¶Ö§ 75 kN µÃ§ºÃÔàÇ³·Õè¤Í¹¡ÃÕµÁÕ¡ÓÅÑ§ÍÑ́ ÊÙ§
- à¹×èÍ§¨Ò¡äÁ‹ÁÕáÃ§àº‹§¢ÂÒÂã¹ÃÙ¤Í¹¡ÃÕµ ·ÓãËŒÊÒÁÒÃ¶µỐ µÑé§»ÅÑê¡µÑé§áµ‹ 2 µÑÇ ã¡ÅŒ¡Ñ¹ä Œ́ ËÃ×ÍµỐ µÑé§»ÅÑê¡ã¡ÅŒ¢Íº¤Í¹¡ÃÕµä Œ́
- ¨ÐäÁ‹ÁÕª‹Í§Ç‹Ò§ÃÐËÇ‹Ò§»ÅÑê¡¡ÑºÃÙ¤Í¹¡ÃÕµ ÃÙ¤Í¹¡ÃÕµ¨Ð¶Ù¡»�´ËÁ´
- ÊÒÁÒÃ¶µŒÒ¹áÃ§ÊÑè¹ÊÐà·×Í¹ä´Œ
- ãËŒ¤ÇÒÁ»ÅÍ´ÀÑÂã¹¡ÒÃµÔ´µÑé§ã¹ºÃÔàÇ³·ÕèÂÒ¡µ‹Í¡ÒÃãªŒ»ÅÑê¡ª¹Ô´Í×è¹æ

 Material Specification
 Chemical Capsules : Synthetic resin. Quartz sand and hardener.

Installation วิธีติดต้ัง

1. Drill hole of 
 recommended  
 diameter and 
 depth.

1. à¨ÒÐÃÙ¤Í¹¡ÃÕµãËŒÁÕ
 ¢¹Ò´áÅÐ¤ÇÒÁÅÖ¡
 µÒÁ·ÕèÃÐºØäÇŒ

2. Clean the hole.

2.  ·Ó¤ÇÒÁÊÐÍÒ´
 ÃÙ·Õèà¨ÒÐ

6. Place fixture. 
 Tighten nut to 
 recommended 
 torque.

3. Insert Fastenic 
 Chemical Capsule
 into the hole.

4. Drive the Anchor 
 Stud and vibrate 
 into the capsule 
 until the setting 
 depth mark reaches 
 the surface.

5. Switch off power 
 tool immediately 
 and pull off the 
 Anchor Stud. 
 Allow full curing 
 time before loading
 or tightening.

3. ÊÍ´ãÊ‹ Fastenic 
 Chemical Capsule 
 Å§ä»ã¹ÃÙ¤Í¹¡ÃÕµ

4. ãªŒà¤Ã×èÍ§ÊÇ‹Ò¹ Ñ̈º
 Anchor Stud 
 ¡ÃÐá·¡ Capsule 
 ãËŒáµ¡áÅÐ»̃›¹ãËŒ·ÑèÇ 
 ¨¹¡ÃÐ·Ñè§ Stud ½̃§ÅÖ¡
 Å§ä»¶Ö§ Ǿ̈ ·Õè¡ÓË¹´

5. »�́ à¤Ã×èÍ§ÊÇ‹Ò¹·Ñ¹·Õ 
 áÅÐ¶Í´ÍÍ¡ »Å‹ÍÂ
 ãËŒÊÒÃà¤ÁÕá¢ç§µÑÇ
 µÒÁÃÐÂÐàÇÅÒ
 ·Õè¡ÓË¹´

6. ÇÒ§ÇÑµ¶Ø·Õè̈ ÐÂÖ́  
 ¢Ñ¹¹çÍµãËŒá¹‹¹
 µÒÁ Rec torque.







ปลั๊กเคมี รุ่น CM
                     VD CHEMICAL ANCHOR

ÃËÑÊÊÔ¹¤ŒÒ
Anchor Spacing

mm.
Edge Distance

mm.
Min. Material
Thickness mm.

Rec. Torque
Nm

Item No.

CM-880
CM-1090
CM-12110
CM-16125
CM-20170
CM-24210
CM-27250
CM-30280

áÃ§´Ö§ (2)
Pull-Out kN (2)

6.0
8.1

11.5
16.8
31.8
43.6
56.6
67.1

10
20
40
80
120
180
240
300

40
45
55
65
85
105
125
140

40
45
55
65
85
105
125
140

110
120
140
160
220
270
320
350

ºÃÃ¨Ø
¡Å‹Í§ÅÐ
µÑÇ

¤ÇÒÁÅÖ¡¢Í§
ÃÙ¤Í¹¡ÃÕµ·Õèà¨ÒÐ

mm.

¢¹Ò´ËÅÍ´
»ÅÑê¡à¤ÁÕ
“Dp” mm.

¢¹Ò´¢Í§
ÃÙ¤Í¹¡ÃÕµ·Õèà¨ÒÐ

“D” mm.

¤ÇÒÁÂÒÇ
¢Í§»ÅÑê¡
“Lp” mm.

ÃËÑÊÊÔ¹¤ŒÒ

80
80
95
95
175
210
205
265

10
10
10
10
6
6
6
6

9
11
13
17
22
24
28
33

10
12
14
18
25
28
32
35

80
90
110
125
170
210
250
280

CM-880
CM-1090
CM-12110
CM-16125
CM-20170
CM-24210
CM-27250
CM-30280

หมายเหตุ :   1) คอนกรีต 350 ksc.    2) Safety Factor 1.4 เท่า

CapsulesItem No.

Dp

Lp

Curing time until 
full loading capacity
ระยะเวลาที่เคมีจะแข็งตัว
เพื่อใหปลั๊กรับน้ำหนักไดเต็มที่

Stainless Steel AISI 304

ÃËÑÊÊÔ¹¤ŒÒ

Thread size
Fastens Material

up to
Anchor
LengthShear kNItem  No. 

¢¹Ò´à¡ÅÕÂÇ “A” ÂÖ´µÔ´ÇÑµ¶Øä´ŒË¹Ò¶Ö§
mm.

¤ÇÒÁÂÒÇ·Ñé§µÑÇáÃ§à©×Í¹
“L” mm.

Pcs./Box
µÑÇ/¡Å‹Í§

AS-8110
AS-10130
AS-12160
AS-16190
AS-20240
AS-24290
AS-27340
AS-30380
AS-8110-SUS 
AS-10130-SUS
AS-12160-SUS
AS-16190-SUS
AS-20240-SUS
AS-24290-SUS
AS-27340-SUS
AS-30380-SUS

M 8
M 10
M 12
M 16
M 20
M 24
M 27
M 30

2.8
4.4
6.4
12.0
18.8
25.9
34.2
41.5

110
130
160
190
240
290
340
380

16
22
30
38
50
55
60
70
16
22
30
38
50
55
60
70

80
50
20
15
-
-
-
-

80
50
20
15
-
-
-
-

M 8
M 10
M 12
M 16
M 20
M 24
M 27
M 30

3.5
5.5
8.0
15.0
23.5
32.4
42.7
51.9

110
130
160
190
240
290
340
380

Temperature when setting
อุณหภูมิขณะติดตั้งปลั๊กเคมี

Min. Curing time in Dry Holes
ระยะเวลาท่ีเคมีแข็งตัวในรูท่ีแหง 

Min. Curing time in Wet Holes
ระยะเวลาท่ีเคมีแข็งตัวในรูท่ีเปยกช้ืน

 5 hours
  1 hour
 20 minutes
 10 minutes

 10 hours
  2 hour
 40 minutes
 20 minutes

-5 oc to 0 oc
 0 oc to 10 oc
10 oc to 20 oc
 > 20 oc

Drill

Thread sizeRec. Torque

A

Drill Hole Depth

Edge
Distance

Fasten Material
Thickness

* แรงดึงถอน (Pull-Out) เป็นค่าของเฉพาะพุกเคมีเท่านั้น ในการใช้งานกับสตัดแองเคอร์
 จะต้องพิจารณาแรงดึง (Tensile) ของสตัดแองเคอร์ประกอบด้วย โดยยึดเอาค่าที่ต่ำกว่าเป็นหลัก

Capsules
Length


	01 Cover 220103
	02 aboutUSa - 220103
	03 in new 201216
	04 index-201216
	05 index-201216
	07 index-201216
	09 Use b 220819
	10 STa 210928
	11 STb 220103
	12 ST-HDGa 210928
	13 ST-HDGb 210928
	14 ST-SUSa 201216
	15 ST-SUSb 201216
	16 WAa 201216
	17 WAb 220114
	18 WA-HDGa- 201216
	19 WA-HDGb 220114
	20 WA-SUSa- 201216
	21 WA-SUSb 201216
	22 MPa- 201216
	23 MPb 201216
	24 SAa 201216
	25 SAb 201216
	26 TUa - 2020
	27 TUb 201216
	28 HDa 2020
	29 HDb 2020
	30 HV a 2022
	31 HV b 2022
	32 DRa 2020
	33 DRb 2020
	34 DR-S 2020
	35 BA 2020
	36 DBa 2022
	37 DBb 2022
	38 DBBc 2020
	39 WD 201216
	42 TA 2020
	43 TH 2020
	44 ND 2020
	45 CV  211117
	46 CFa 2020
	50 CEa  201216
	51 CEb  211117
	52 HA 201216
	53 PB 210511
	54 HB 201216
	55 HW HP 201216
	56 MF 201216
	57 AL 220103
	58 CMa 201216
	59 CMb 201216
	60 CRa- 201216
	62 AS 201216
	63 LC 201216
	64 GAa- 201216
	65 GAb-201216
	66 DW 201216
	67 PH-FH- 201216
	68 SDP 201216
	69 SDF 201216
	70 SDHa 201216
	71 SW 201216
	72 SC 201216
	73 SC 201216
	74 TK 201216
	75 SK WC  201216
	76 CN 201216
	77 RSa 201216
	78 AR 201216
	79 the end 201216
	80 Back 201217

