




CONCRETE INSERT TYPE CV
ปลั๊กคอนกรีตอินเสิร์ตเหล็ก รุ่น CV

SOCKET INSERT 
High-grade precision steel tube (St52) with zinc-plated finish 
or special stainless steel tube. Lifting Sockets provide individual 
Safe Working Loads from 700 Kilogram's up to 14,000 Kilogram's, 
depending on size specified

¼ÅÔµ¨Ò¡à¾ÅÒàËÅç¡·ÕèÁÕ¤Ø³ÀÒ¾ÊÙ§ (St52) áÅÐªØº«Ô§¤� ËÃ×Í à»š¹à¾ÅÒÊáµ¹àÅÊ·ÕèäÁ‹à¡Ô´Ê¹ÔÁ 
»ÅÑê¡âÅËÐãªŒÂÖ´¹ÕéàµÃÕÂÁäÇŒÊíÒËÃÑºãªŒ§Ò¹ ·ÕèµŒÍ§¡ÒÃ¤ÇÒÁ»ÅÍ´ÀÑÂ¡Ñº§Ò¹·ÕèÁÕ¹éÓË¹Ñ¡¶‹Ç§â´Âà©¾ÒÐ 
àÃÔèÁ¨Ò¡ ¹éÓË¹Ñ¡ 700 ¡ÔâÅ¡ÃÑÁ¢Öé¹ä»¨¹¶Ö§ 14,000 ¡ÔâÅ¡ÃÑÁ ¢Öé¹ÍÂÙ‹¡Ñº¢¹Ò´ªÔé¹§Ò¹

Installation Instrutction 
Sockets insert require additional reinforcement to be channeled through the cross hole. 
This helps the forces to be transmitted to the concrete. While installing socket insert 
If there is space between socket insert and the reinforcement bar. special care to fix 
the reinforcement bar to the cross hole of the socket firmly. For recommend reinforcement 
detail, please contact our sales department 

ÇÔ¸Õ¡ÒÃµÔ´µÑé§ 
»ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µÃØ‹¹ CV ·íÒ§Ò¹Ã‹ÇÁ¡ÑºàËÅç¡àÊÃÔÁâ´ÂÃŒÍÂÃÙ¢Í§µÑÇ»ÅÑê¡ ÇÔ̧ Õ¹Õé̈ Ðª‹ÇÂãËŒ¡ÃÐ¨ÒÂ¹éÓË¹Ñ¡
ä»·Õè¤Í¹¡ÃÕµã¹¡ÒÃµÔ´µÑé§ ¶ŒÒÁÕª‹Í§Ç‹Ò§ÃÐËÇ‹Ò§àËÅç¡àÊÃÔÁáÅÐÃÙ»ÅÑê¡ãËŒÂÖ´àËÅç¡àÊÃÔÁ¡ÑºÃÙ¢Í§»ÅÑê¡ãËŒá¹‹¹Ë¹Ò 
ËÒ¡µŒÍ§¡ÒÃÃÒÂÅÐàÍÕÂ´¢Í§àËÅç¡àÊÃÔÁ·ÕèâªŒ¡ÃØ³ÒµÔ´µ‹Í½†ÒÂ¢ÒÂ

Installation วิธีติดต้ัง
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* Recommend Torque is based on clean dry thread. Reduce torque by 10% for oiled thread.


