




DROP-IN ANCHOR
ปลั๊กดร็อป-อิน รุ่น DR

Installation วิธีติดต้ัง

Steel anchor for universal fixings in concrete with bolts 
and stud of any length.
 - Shallow embedment depth with high performance.
 - Drop-in Anchor is a cylindrical shell that consists of internal thread and expansion plug.
 - Ideal for overhead installations, hanging pipe duct work, machinery, etc.
 - Anchor is installed flush with base material.
 - The knurled surface for improved grip.
 - Gold passivated zinc finish.
 - Stainless steel Drop-in anchor is available.

»ÅÑê¡½̃§¤Í¹¡ÃÕµàËÅç¡·ÕèãªŒµỐ µÑé§ÇÑµ¶Øä Œ́·ÑèÇä» ãªŒ¡Ñº¹çÍµµÑÇ¼ÙŒËÑÇË¡àËÅÕèÂÁ
 - áÁŒ¨Ð½˜§à¢ŒÒä»ã¹ÃÙ¤Í¹¡ÃÕµà¾ÕÂ§µ×é¹æ ¡çÊÒÁÒÃ¶ãËŒáÃ§ÂÖ´·Õèá¹‹¹ÁÒ¡
 - »ÅÑê¡´ÃçÍ»-ÍÔ¹ ¼ÅÔµ¨Ò¡ÅÇ´àËÅç¡·Ã§¡ÃÐºÍ¡·ÕèÁÕà¡ÅÕÂÇÍÂÙ‹´ŒÒ¹ã¹áÅÐÁÕËÁØ´ºÃÃ¨ØÍÂÙ‹ÀÒÂã¹
  ÊÓËÃÑºµÍ¡ãËŒ»ÅÑê¡¢ÂÒÂµÑÇÍÍ¡ àËÁÒÐÊÓËÃÑº§Ò¹µÔ´µÑé§àË¹×ÍËÑÇ §Ò¹á¢Ç¹
 - ÊÒÁÒÃ¶µÔ´µÑé§Å‹Ç§Ë¹ŒÒä´ Œ ãªŒã¹¡ÒÃµÔ´µÑé§·‹Í»ÃÐ»Ò, ÊØ¢ÒÀÔºÒÅ, áÍÃ�, à¤Ã×èÍ§¨Ñ¡Ã à»š¹µŒ¹
 - µÑÇ»ÅÑê¡¨Ð¶Ù¡µÔ´µÑé§àÊÁÍ¡Ñº¼ÔÇ¾×é¹
 - à¹×èÍ§¨Ò¡¼ÔÇ¹Í¡¢Í§µÑÇ»ÅÑê¡ÁÕÅÇ´ÅÒÂ ·ÓãËŒ»ÅÑê¡ÁÕ¡ÒÃÂÖ́ µỐ á¹‹¹ã¹ÃÙ¤Í¹¡ÃÕµä Œ́́ Õ¢Öé¹
 - ¼ÅÔµ¨Ò¡àËÅç¡à¡Ã´ A áÅÐªØºÊÑ§¡ÐÊÕÍÂ‹Ò§´Õà¾×èÍ»‡Í§¡Ñ¹Ê¹ÔÁ
 - ÁÕª¹Ô´·Õè¼ÅÔµ¨Ò¡àËÅç¡Êáµ¹àÅÊ´ŒÇÂ

Material Specifications
 Steel : JIS G 3507 
 Stainless Steel : AISI 304

1. Drill recommended
 hole size, to at 
 least the anchor 
 length in depth.

3. Insert anchor until 
 the top of anchor 
 flush with the 
 surface.

2.  Clean the hole. 4. Expand anchor by
 inserting setting tool
 into anchor body 
 and hammering on 
 tool until shoulder 
 of tool contacts 
 top of the anchor.

5.  Position fixture 
  then insert bolt 
  and tighten.

1. ãªŒÊÇ‹Ò¹à¨ÒÐÃÙãËŒä Œ́¢¹Ò´
 µÒÁ·Õèá¹Ð¹ÓäÇŒ áÅÐãËŒ
 ÃÙÅÖ¡à·‹Ò¡Ñº¤ÇÒÁÂÒÇ¢Í§
 µÑÇ»ÅÑê¡

3.  ÊÍ´»ÅÑê¡à¢ŒÒä»ã¹ÃÙ
  ̈ ¹Ê‹Ç¹º¹¢Í§»ÅÑê¡
  àÊÁÍ¡Ñº»Ò¡ÃÙ

2.  ·Ó¤ÇÒÁÊÐÍÒ´ÃÙ·Õèà¨ÒÐ 4. ãªŒàËÅç¡µÍ¡àÊÕÂºà¢ŒÒã¹
 »ÅÑê¡áÅŒÇµÍ¡¨¹º‹Ò¢Í§
 àËÅç¡µÍ¡ª¹¡ÑºµÑÇ»ÅÑê¡ 
 àËÅç¡µÍ¡¹Õé¨Ðä»µÍ¡
 µÑÇËÁØ´ Å§ä»·ÓãËŒ»ÅÑê¡
 ¢ÂÒÂµÑÇÍÍ¡ ÂÖ´µÔ´
 á¹‹¹¡ÑºÃÙ

5.  ·ÒºÇÑµ¶Ø·Õè¨ÐµÔ´µÑé§ 
  ÊÍ´ãÊ‹¹çÍµµÑÇ¼ÙŒ
  ¼‹Ò¹ÇÑµ¶Øà¢ŒÒä»
  ¢Ñ¹ãËŒá¹‹¹

Electro
Plating

Stainless







DROP-IN ANCHOR
ปลั๊กดร็อป-อิน รุ่น DR

Dimension
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à¨ÒÐÃÙ
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mm.
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¤ÇÒÁÂÒÇ
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¤ÇÒÁÂÒÇ
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»ÅÑê¡-»ÅÑê¡
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25
30
40
50
60
80

500
300
150
75
40
20

1/4"
5/16"
3/8"
1/2"
5/8"
3/4"

8
10
12
16
20
25

10
12
19
24
30
35

25
30
40
50
65
80

75
90
120
150
180
240

50
60
80
100
120
160

50
75
80
100
135
165

2.7
3.3
5.0
7.6

10.2
15.4

Shear Load   kN Recommended
Torque   Nm

Item No.

Item No.
áÃ§´Ö§ áÃ§à©×Í¹

Pull-Out   kN

Anchor Spacing mm. Edge Distance mm.

Thread
Depth

Material Thickness mm.

1.3
2.4
3.8
5.5

10.2
15.9

3.6
8.6

17.0
29.8
73.9

144.0

DR-14
DR-516
DR-38
DR-12
DR-58
DR-34

DR-14
DR-516
DR-38
DR-12
DR-58
DR-34

DR-14
DR-516
DR-38
DR-12
DR-58
DR-34
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