




GYPSUM ANCHOR
ปลั๊กยิปซั่ม รุ่น GA

Installation วิธีติดต้ัง

Fastenic Gypsum Anchor is a new generation of self drilling 
gypsum board anchor for ceilings and walls.
- Fast, simply, no drilling and no mess.
- Use only a Phillips head screwdriver and then lightly screw Gypsum Anchor
 directly into the gypsum board where anchor is to be fixed.
- Self drilling & Flat head, Gypsum Anchor drills its own hole and screws up tight 
 against the face of gypsum board for a flush finish.
- Attach fixture or item by driving a screw or hook into the Gypsum Anchor.
- Unbelievable strong Gypsum Anchor, it can hold up weight to thirty kilograms.
- Easy to remove by simply unscrewing the Gypsum Anchor by screwdriver, 
 then patch over the hole.
- Use Gypsum Anchor to fix ceiling lightings or wall lightings, spotlights, paintings, 
 mirrors, blinds, bathroom accessories, plants, telephones, birdcages, shelvings and etc.

»ÅÑê¡ÂÔ»«ÑèÁ (Gypsum Anchor) ¿ÒÊà·¹¹Ô¤à»š¹ÇÔÇÑ²¹Ò¡ÒÃãËÁ‹Å‹ÒÊØ´¢Í§»ÅÑê¡·ÕèãªŒ
¡Ñºá¼‹¹ÂÔ»«ÑèÁºÍÃ�´·ÕèãªŒµÔ´µÑé§ÇÑµ¶Ø·Ñé§à¾´Ò¹áÅÐ¡Óá¾§
- à»š¹»ÅÑê¡·ÕèãªŒ§‹ÒÂ ÊÐ´Ç¡ ÃÇ´àÃçÇ äÁ‹ÂØ‹§ÂÒ¡áÅÐäÁ‹µŒÍ§ãªŒà¤Ã×èÍ§ÊÇ‹Ò¹à¨ÒÐÃÙ¡‹Í¹
- à¾ÕÂ§áµ‹ãªŒä¢¤Ç§ËÑÇá©¡ (Phillips head) ä¢»ÅÑê¡ÂÔ»«ÑèÁ (Gypsum Anchor) à¢ŒÒä»ã¹á¼‹¹ÂÔ»«ÑèÁµÃ§
 µÓáË¹‹§·Õè¨ÐµÔ´µÑé§ÇÑµ¶Ø
- µÑÇ»ÅÑê¡ÂÔ»«ÑèÁ (Gypsum Anchor) ¨Ðà¨ÒÐÃÙà¢ŒÒä»ã¹á¼‹¹ÂÔ»«ÑèÁàÍ§ à¡ÅÕÂÇ¢Í§»ÅÑê¡¨ÐÂÖ́ µỐ á¹‹¹¡Ñº
 á¼‹¹ÂÔ»«ÑèÁ áÅÐà¹×èÍ§¨Ò¡ËÑÇ»ÅÑê¡·Õèà·à»ÍÃ�¨Ð·ÓãËŒËÑÇ»ÅÑê¡½˜§¨ÁàÊÁÍàÃÕÂº¡Ñºá¼‹¹ÂÔ»«ÑèÁ
- µỐ µÑé§ÇÑµ¶ØËÃ×ÍÊÔè§¢Í§µ‹Ò§æ ä Œ́µÒÁµŒÍ§¡ÒÃâ´Âä¢Ê¡ÃÙ¼‹Ò¹ÇÑµ¶Øà¢ŒÒä»ã¹»ÅÑê¡ÂÔ»«ÑèÁ ÇÑµ¶Ø̈ Ð¶Ù¡ÂÖ́ µỐ á¹‹¹
 ¡Ñºá¼‹¹ÂÔ»«ÑèÁµÃ§µÓáË¹‹§·ÕèµŒÍ§¡ÒÃ
- »ÅÑê¡ÂÔ»«ÑèÁÊÒÁÒÃ¶ÃÑº¹éÓË¹Ñ¡ä´Œ¶Ö§ 30 ¡ÔâÅ¡ÃÑÁ (ËÃ×ÍµÒÁ¤ÇÒÁá¢ç§áÃ§¢Í§á¼‹¹ÂÔ»«ÑèÁ)
- ¶Í¹ÍÍ¡ä´Œ§‹ÒÂ´ÒÂ à¾ÕÂ§áµ‹¤ÅÒÂµÑÇ»ÅÑê¡ÍÍ¡´ŒÇÂä¢¤Ç§ËÑÇá©¡ áÅŒÇâ»ˆÇ»�´ÃÙ á¼‹¹ÂÔ»«ÑèÁ¡ç¨Ð»ÃÒÈ¨Ò¡
 Ã‹Í§ÃÍÂàËÁ×Í¹äÁ‹à¤Â¶Ù¡à¨ÒÐÃÙÁÒ¡‹Í¹
- ·‹Ò¹ÊÒÁÒÃ¶¨ÐµỐ µÑé§ÇÑµ¶Øµ‹Ò§æ àª‹¹ ä¿à¾´Ò¹ ä¿½Ò¼¹Ñ§ Ê»ÍÃ�µäÅ·� ÃÙ»ÀÒ¾ ¡ÃÐ¨¡ Á‹Ò¹ ÁÙ‹ÅÕè ÍØ»¡Ã³�ËŒÍ§¹éÓ 
 ¡ÃÐ¶Ò§µŒ¹äÁŒ â·ÃÈÑ¾·� ¡Ã§¹¡ áÅÐÍ×è¹æ ¡Ñºá¼‹¹ÂÔ»«ÑèÁµÃ§äË¹¡çä´ŒäÁ‹Ç‹Ò¨Ðà»š¹à¾´Ò¹ËÃ×Í¡Óá¾§

6. ÇÑµ¶Ø·Õè·‹Ò¹µŒÍ§¡ÒÃ¨ÐµỐ µÑé§¡Ñºá¼‹¹ÂÔ»«ÑèÁ
 àÅ×Í¡ãªŒ»ÅÑê¡ÂÔ»«ÑèÁµÃÒ¿ÒÊà·¹¹Ô¤

6. Every item that you want to fix
 to the gypsum board, 
 use Fastenic Gypsum Anchor

1. Use Phillips head screwdriver and
 then screw Gypsum Anchor directly
 into gypsum board where anchor 
 is to be fixed.

2. Self drilling, Gypsum Anchor drills 
 its own hole and screw up tight 
 against the face of gypsum board
 for a flush finish.

3. For fixture thickness 0-12 mm., use
 GAP35, place fixture then driver screw
 Pan head through the fixture into
 Gypsum Anchor and tighten.

4. For fixture thickness 12-27 mm., use
 GAF50, place fixture then driver screw
 Flat head through the fixture into 
 Gypsum Anchor and tighten.

5. For hanging, driver hook screw into
 the Gypsum Anchor until tighten,
 then it is ready to hanging.

1. ãªŒä¢¤Ç§ËÑÇá©¡ (Phillips head) ä¢
 »ÅÑê¡ÂÔ»«ÑèÁ à¢ŒÒä»ã¹á¼‹¹ÂÔ»«ÑèÁâ´ÂµÃ§
 µÓáË¹‹§·ÕèµŒÍ§¡ÒÃ¨ÐµỐ µÑé§ÇÑµ¶Ø

2. »ÅÑê¡ÂÔ»«ÑèÁ¨Ðà»š¹µÑÇà¨ÒÐÃÙ à¢ŒÒä»ã¹á¼‹¹
 ÂÔ»«ÑèÁàÍ§ áÅÐËÑÇ»ÅÑê¡¨Ð¨ÁàÊÁÍàÃÕÂº
 ¡Ñºá¼‹¹ÂÔ»«ÑèÁ

3. ÊÓËÃÑºÇÑµ¶Ø·Õè̈ ÐÂÖ́ Ë¹Ò 0-12ÁÁ. ãªŒÃØ‹¹ 
 GAP35 â´Â·ÒºÇÑµ¶ØáÅŒÇä¢Ê¡ÃÙ ¼‹Ò¹
 à¢ŒÒä»ã¹»ÅÑê¡ÂÔ»«ÑèÁãËŒá¹‹¹

4. ÊÓËÃÑºÇÑµ¶Ø·Õè̈ ÐÂÖ́ Ë¹Ò12-27ÁÁ.ãªŒÃØ‹¹ 
 GAF50 â´Â·ÒºÇÑµ¶ØáÅŒÇä¢Ê¡ÃÙ ¼‹Ò¹
 à¢ŒÒä»ã¹»ÅÑê¡ÂÔ»«ÑèÁãËŒá¹‹¹

5. ÊÓËÃÑºãªŒá¢Ç¹ÇÑµ¶Ø ãªŒ Hook screw 
 ä¢à¢ŒÒä»ã¹»ÅÑê¡ÂÔ»«ÑèÁãËŒá¹‹¹ ·Ø¡ÍÂ‹Ò§
 ¡ç¾ÃŒÍÁ·Õè̈ ÐãËŒ·‹Ò¹ä Œ́á¢Ç¹µÒÁµŒÍ§¡ÒÃ







GYPSUM ANCHOR
ปลั๊กยิปซั่ม รุ่น GA

»ÅÑê¡ÂÔ»«ÑèÁ
¾ÃŒÍÁµÐ¢Í 47 mm.

     

 

ÃËÑÊÊÔ¹¤ŒÒ
Item No.

GA-13
GAP-35
GAF-50
GAH-47

6

6

6

6

SIZE
¢¹Ò´
»Ò¡à¨ÒÐ
“A”

Length
¤ÇÒÁÂÒÇ
·Ñé§µÑÇ

“L” mm.

Head size
¢¹Ò´ËÑÇ

“D” mm.

Box Qty.
ºÃÃ Ø̈
¡Å‹Í§ÅÐ
Pcs./µÑÇ

Ctn. Qty.
ºÃÃ Ø̈
ÅÑ§ÅÐ
Pcs./µÑÇ

250

100

100

100

2,500

1,000

1,000

1,000

¤ÇÒÁÂÒÇ
ÊÓËÃÑº
ÂÖ́ à¡ÅÕÂÇ
“B” mm.

¤ÇÒÁÂÒÇ
Ê¡ÃÙµÐ¢Í

“X” mm.

ÂÖ́ ªÔé¹§Ò¹
Ë¹Ò

“ T ” mm.

2-4

10-12

20-25

22-28

13

13

13

13

42

42

42

42

25

25

25

25

-

35

50

47

ใชกับ TAPPING SCREW #10 ( OD เกลียว 4.8 mm.)

»ÅÑê¡ÂÔ»«ÑèÁ
¾ÃŒÍÁÊ¡ÃÙ 35 mm.

»ÅÑê¡ÂÔ»«ÑèÁ
GA 13

»ÅÑê¡ÂÔ»«ÑèÁ
¾ÃŒÍÁÊ¡ÃÙ 50 mm.

Gypsumboard 10 mm.
Gypsumboard 13 mm.
Cellular Concrete

300 ( 30 kg. )

400 ( 40 kg. )

350 ( 35 kg. )

900 ( 90 kg. )

900 ( 90 kg. )

900 ( 90 kg. )

áÃ§´Ö§
Pull-Out
N (kg)

áÃ§à©×Í¹
Shear
N (kg)

T T T
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