




HANGER ANCHOR
ปลั๊กแขวนฝ้า รุ่น HB

Installation วิธีติดต้ัง

1. à¨ÒÐÃÙ¤Í¹¡ÃÕµãËŒÁÕ¢¹Ò´
 áÅÐ¤ÇÒÁÅÖ¡µÒÁ·Õè¡ÓË¹´

2. ·Ó¤ÇÒÁÊÐÍÒ´ÃÙ¤Í¹¡ÃÕµ
 áÅŒÇÊÍ´»ÅÑê¡ HB à¢ŒÒä»
 ¨¹áËÇ¹¢Í§»ÅÑê¡µÔ´¡Ñº
 »Ò¡ÃÙ¤Í¹¡ÃÕµ

3. ¢Ñ¹¹çÍµãËŒá¹‹¹â´ÂËÁØ¹
 ¡ØÞá¨»Ò¡µÒÂ»ÃÐÁÒ³ 
 2-3 ÃÍº»ÅÑê¡ ¡ç̈ ÐÂÖ́ µỐ
 á¹‹¹ã¹ÃÙ¤Í¹¡ÃÕµ

4. ãªŒÅÇ´¼Ù¡¡ÑºË‹Ç§¢Í§»ÅÑê¡ 
 ãËŒá¹‹¹ËŒÍÂá¢Ç¹½‡ÒËÃ×Í
 ·‹Íµ‹Ò§æ

1. Drill hole of 
 recommended diameter 
 and depth into masonry.

2. Clean the hole. Insert 
 Fastenic Hanger Bolt 
 until washer flush the 
 surface

3. Tighten nut with wrench, 
 approximately 2 to 3 full 
 turns of the nut. 
 The anchor is properly set.

4. Use wire to rope 
 with the anchor plate.

SPECIFICATION

ÃËÑÊÊÔ¹¤ŒÒ

HB-6525
HB-6538

Anchor LengthHole diaItem  No. 
¤ÇÒÁÂÒÇ
·Ñé§µÑÇ

¢¹Ò´ÃÙ

Hole Depth
à¨ÒÐÃÙÅÖ¡
mm.

Size
¢¹Ò´

Pcs./Box
µÑÇ/¡Å‹Í§

Pull-out kN
áÃ§´Ö§

Shear kN
áÃ§à©×Í¹

1"

1 1/2"

6.5

6.5

1.2

1.2

57

69

150

150

25

38

1.1

1.1

Complete quick and easy to install for hanging.
 - Complete unit ready to use
 - Drilled hole is the same diameter as anchor diameter.
 - There are 3 types for suitable fixings.
 - Made from steel and finished with rust resistant gold passivated zinc plated.

µÔ´µÑé§§‹ÒÂ ÊÐ´Ç¡ ÃÇ´àÃçÇ ãªŒá¢Ç¹½‡ÒËÃ×ÍËŒÍÂ·‹Íµ‹Ò§æ

 - à»š¹»ÅÑê¡·Õè»ÃÐ¡ÍºÁÒÊÁºÙÃ³�áºº ÊÒÁÒÃ¶ãªŒµÔ´µÑé§ä´ŒàÅÂ

 - ¢¹Ò´¢Í§»ÅÑê¡ÁÕ¢¹Ò´à·‹Ò¡ÑºÃÙ¤Í¹¡ÃÕµ·Õèà¨ÒÐ

 - ÁÕãËŒàÅ×Í¡ 3 áºº à¾×èÍãËŒàÅ×Í¡ã¢ŒµÒÁ¤ÇÒÁàËÁÒÐÊÁ¡Ñº§Ò¹·Õè¨ÐµÔ´µÑé§

 - ¼ÅÔµ¨Ò¡àËÅç¡à¡Ã´ A áÅÐªØºÊÑ§¡ÐÊÕÊÕ·Í§ÍÂ‹Ò§´Õà¾×èÍ»‡Í§¡Ñ¹Ê¹ÔÁ


