






HANGER WEDGE ANCHOR
ปลั๊กแขวนฝ้า รุ่น HW

HANGER SPLIT ANCHOR
ปลั๊กแขวนฝ้า รุ่น HP

Installation วิธีติดต้ัง

SPECIFICATION

ÃËÑÊÊÔ¹¤ŒÒ

HW-6552

Anchor LengthHole diaItem  No. 
¤ÇÒÁÂÒÇ
·Ñé§µÑÇ

¢¹Ò´ÃÙ

Hole Depth
à¨ÒÐÃÙÅÖ¡
mm.

306.5

Size
¢¹Ò´

1 1/2"1.9 1.2 52 350

Pcs./Box
µÑÇ/¡Å‹Í§

Pull-out kN
áÃ§´Ö§

Shear kN
áÃ§à©×Í¹

1. à¨ÒÐÃÙ¤Í¹¡ÃÕµãËŒÁÕ¢¹Ò´
 áÅÐ¤ÇÒÁÅÖ¡µÒÁ·Õè¡ÓË¹´

2. ·Ó¤ÇÒÁÊÐÍÒ´ÃÙ¤Í¹¡ÃÕµ
 áÅŒÇÊÍ´»ÅÑê¡ HWà¢ŒÒä»
 ã¹ÃÙâ´ÂãªŒ¤ŒÍ¹µÍ¡»ÅÑê¡
 à¢ŒÒä»¨¹ÊØ´ÃÙ¤Í¹¡ÃÕµ

3. Ö́§µÑÇ»ÅÑê¡Å§ªŒÒæ ËÑÇàµà»ÍÃ�
 ¨Ð Ñ́¹ãËŒ»ÅÍ¡¢ÂÒÂàº‹§ÍÍ¡
 ÂÖ´µÔ´á¹‹¹ã¹ÃÙ¤Í¹¡ÃÕµ

4. ãªŒÅÇ´¼Ù¡¡ÑºË‹Ç§¢Í§»ÅÑê¡ 
 ãËŒá¹‹¹ËŒÍÂá¢Ç¹½‡ÒËÃ×Í
 ·‹Íµ‹Ò§æ

1. Drill hole of 
 recommended diameter 
 and depth into masonry.

2. Clean the hole. Insert 
 the Hanger Wedge
 anchor into the hole 
 and hammer it.

3. Pull the HW down slowly.
 The taper stud moves 
 downward to expand 
 the expansion sleeve to
 grip the hole firmly.

4. Use wire to rope 
 with the anchor plate.

Installation วิธีติดต้ัง

SPECIFICATION

ÃËÑÊÊÔ¹¤ŒÒ

HP-6550

Anchor LengthHole diaItem  No. 
¤ÇÒÁÂÒÇ
·Ñé§µÑÇ

¢¹Ò´ÃÙ

Hole Depth
à¨ÒÐÃÙÅÖ¡
mm.

308.0

Size
¢¹Ò´

1 1/2"0.53 0.60 50 400

Pcs./Box
µÑÇ/¡Å‹Í§

Pull-out kN
áÃ§´Ö§

Shear kN
áÃ§à©×Í¹

1. à¨ÒÐÃÙ¤Í¹¡ÃÕµãËŒÁÕ¢¹Ò´
 áÅÐ¤ÇÒÁÅÖ¡µÒÁ·Õè¡ÓË¹´

2. ·Ó¤ÇÒÁÊÐÍÒ´ÃÙ¤Í¹¡ÃÕµ
 áÅŒÇÊÍ´»ÅÑê¡ HP à¢ŒÒä»
 ã¹ÃÙâ´ÂãªŒ¤ŒÍ¹µÍ¡»ÅÑê¡
 à¢ŒÒä»¨¹ÊØ´ÃÙ¤Í¹¡ÃÕµ

3. àÁ×èÍÊ‹Ç¹·Õèà»š¹ÃÍÂËÂÑ¡
 ¢Í§»ÅÑê¡¶Ù¡µÍ¡à¢ŒÒä»ã¹
 ÃÙ¤Í¹¡ÃÕµËÁ´ Ê‹Ç¹¹Õé̈ Ðä»
 ÂÖ´µÔ´á¹‹¹ã¹ÃÙ¤Í¹¡ÃÕµ

4. ãªŒÅÇ´¼Ù¡¡ÑºË‹Ç§¢Í§»ÅÑê¡ 
 ãËŒá¹‹¹ËŒÍÂá¢Ç¹½‡ÒËÃ×Í
 ·‹Íµ‹Ò§æ

1. Drill hole of 
 recommended diameter 
 and depth into masonry.

2. Clean the hole and 
 insert the Hanger Split 
 anchor into the hole 
 and hammer it firmly.

3. When the entire sheared 
 section of the Hanger Split 
 is fully inserted into 
 masonry, the anchor is set.

4. Use wire to rope 
 with the anchor plate.


