
Installation วิธีติดต้ัง

High performance Heavy-Duty Anchor for high and safe.
 - High and safe loading capacity in compression zone.
 - Forced controlled expansion anchor.
 - When tightening the bolt or nut, the expansion cone is pulled into 
   the expansion sleeve, expanding and wedging it inside the base material
 - Supplied complete unit and ready to use.
 - Quick and easy installation-push through fastening.
 - Nylon Ring-prevent rotation when tightening bolt or nut and bridges small gaps.
 - Available in two versions : Threaded Rod (HV) and Hexagon Bolt (HV-B).
 - Finished with a rust resistant gold passivated zinc plated.

Fastenic àÎ¿ÇÕé´ÔÇµÕéà»š¹»ÅÑê¡·ÕèãªŒÊÓËÃÑº§Ò¹Ë¹Ñ¡ÁÒ¡áÅÐµŒÍ§¡ÒÃ¤ÇÒÁ»ÅÍ´ÀÑÂÊÙ§
 - ãªŒ¨ÑºÂÖ´ÇÑµ¶ØªÔé¹·ÕèÁÕ¹éÓË¹Ñ¡ÁÒ¡áÅÐµŒÍ§¡ÒÃ¤ÇÒÁ»ÅÍ´ÀÑÂµÃ§ºÃÔàÇ³·Õè¤Í¹¡ÃÕµÁÕ¡ÓÅÑ§ÍÑ´ÊÙ§
 - à»š¹»ÅÑê¡·ÕèµŒÍ§¢Ñ¹¹çÍµµÑÇ¼ÙŒËÃ×Í¹çÍµµÑÇàÁÕÂãËŒá¹‹¹ »ÅÑê¡¨Ö§¨Ð¢ÂÒÂµÑÇàµçÁ·Õè
 - àÁ×èÍ¢Ñ¹¹çÍµµÑÇàÁÕÂ (HV) ËÃ×Í¹çÍµµÑÇ¼ÙŒ (HV-B) µÑÇ Expansion cone ¨Ð¶Ù¡´Ö§¢Öé¹ÁÒà¢ŒÒä»¢ÂÒÂ 
  expansion sleeve àº‹§µÑÇÍÍ¡ÁÒÂÖ´µÔ´á¹‹¹ã¹ÃÙ¤Í¹¡ÃÕµ
 - à»š¹»ÅÑê¡·Õè»ÃÐ¡ÍºÁÒ¾ÃŒÍÁÊÁºÙÃ³� ÊÒÁÒÃ¶µÔ´µÑé§ä´Œ·Ñ¹·Õ
 - µÔ´µÑé§§‹ÒÂáÅÐÃÇ´àÃçÇ â´ÂµÔ´µÑé§ÊÍ´¼‹Ò¹ÇÑµ¶Øä´Œ·Ñ¹·Õ äÁ‹µŒÍ§Â¡àÅ×èÍ¹ÇÑµ¶ØÍÍ¡
 - áËÇ¹ä¹Å‹Í¹µÃ§¡ÅÒ§¨Ð»‡Í§¡Ñ¹äÁ‹ãËŒµÑÇ»ÅÑê¡ËÁØ¹¢³Ð·Õè¢Ñ¹¹çÍµµÑÇ¼ÙŒËÃ×Í¹çÍµµÑÇàÁÕÂ áÅÐ·ÓãËŒÇÑµ¶Ø
  ªÔé¹§Ò¹ÂÖ´µÔ´á¹‹¹¡Ñº¾×é¹¤Í¹¡ÃÕµã¹¡Ã³Õ·ÕèÇÑµ¶Ø¹Ñé¹â¡‹§§Í¹Ô´Ë¹‹ÍÂ
 -  ÁÕ 2 áººãËŒàÅ×Í¡ãªŒ ¤×ÍáººÊµÑ´µ�Ò»à¡ÅÕÂÇµÅÍ´ Threaded Rod (HV) áÅÐ áºº¹çÍµµÑÇ¼ÙŒ 
  Hexagon Bolt (HV-B)
 -  ªØºÊÑ§¡ÐÊÕ·Í§ÍÂ‹Ò§´Õà¾×èÍ»‡Í§¡Ñ¹Ê¹ÔÁ

1. Drill hole of recommended 
 diameter and depth through
 fixture into masonry.

2. Clean hole with brush 
 and blow-up dust.

3. Insert the Fastenic 
 Heavy Duty Anchor HV  
 through the fixture into 
 the hole until flush with 
 fixture surface.

1. ãªŒÊÇ‹Ò¹ à¨ÒÐÃÙ¤Í¹¡ÃÕµâ´Â
 ÊÒÁÒÃ¶à¨ÒÐ¼‹Ò¹ÃÙªÔé¹§Ò¹
 ·Õè̈ ÐµỐ µÑé§ ãËŒÃÙÁÕ¢¹Ò´áÅÐ
 ¤ÇÒÁÅÖ¡µÒÁ·Õè¡ÓË¹´

4. Tighten hex nut (HV) 
 or hex bolt (HV-B ) with 
 a torque wrench to 
 recommended torque.

2. ·Ó¤ÇÒÁÊÐÍÒ´ÃÙ¤Í¹¡ÃÕµ Œ́ÇÂ
 á»Ã§ÅÇ´áÅÐà»†Ò½Ø†¹ã¹ÃÙ
 ãËŒËÁ´ Œ́ÇÂà¤Ã×èÍ§à»†Ò½Ø†¹

3. ÊÍ´»ÅÑê¡ Fastenic Heavy
 Duty Anchor (HV) ¼‹Ò¹ÃÙªÔé¹§Ò¹
 à¢ŒÒä»ã¹ÃÙ¤Í¹¡ÃÕµ¨¹ÊǾ  
 ãËŒáËÇ¹áÅÐËÑÇ¹çÍµµÑÇ¼ÙŒ ËÃ×Í
 µÑÇàÁÕÂá¹ºµỐ ¡ÑºªÔé¹§Ò¹

4. ¢Ñ¹¹çÍµµÑÇàÁÕÂ (HV) ËÃ×Í 
 ËÑÇ¹çÍµµÑÇ¼ÙŒ (HV-B) ãËŒá¹‹¹
 Œ́ÇÂ torque wrench µÒÁ 
 torque ·Õè¡ÓË¹´áµ‹ÅÐ¢¹Ò´

HEAVY DUTY ANCHOR
ปลั๊กเฮฟวี้ดิวตี้ รุ่น HV, HV-B





HV-B
Hexagon Bolt

HV
 Threaded Rod







Threaded Rod / Hex Bolt : JIS G3101
Expansion Cone : JIS G3101
Hex Nut : JIS G3539
Expansion Sleeve : JIS G3445
Spacing Sleeve : JIS G3445
Nylon Ring : Nylon 66
Flat Washer : JIS G3141 

Material Specififif ications

Recommended Load,non-cracked concrete > 350 KSC

HEAVY DUTY ANCHOR
ปลั๊กเฮฟวี้ดิวตี้ รุ่น HV, HV-B

Heavy Duty Anchor (HV, HV-B) Fastenic Anchoring System
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