




CONCRETE INSERT : Type CI
ปลั๊กคอนกรีตอินเสิร์ต รุ่น CI

The Fastenic Concrete Insert is designed for casting 
into concrete 
- Direct transfer of the load to the concrete thereby ensuring high pull-out values.
- Manufactured from precision zinc alloy die casting.
- 100% rustproof and possess excellent resistance to atmospheric conditions.
- Simple location on formwork or mould by bolting through.
- For maximum load value of insert, machine bolt thread engagement must be
 at least 80% of the depth of threaded hole.
- Before installing plastic cap or Bolts, be sure to coat threads and faces of 
 plug or bolts with lubricants to prevent binding in concrete.

»ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ ¶Ù¡ÍÍ¡áººà¾×èÍãªŒ½̃§ã¹¤Í¹¡ÃÕµµÃ§µÓáË¹‹§·Õèä Œ́¡ÓË¹´äÇŒáÅŒÇ 
â´Â¡ÒÃ»ÃÐ¡ÍºµÔ´äÇŒ¡ÑºàËÅç¡áººËÃ×ÍäÁŒáººáÅŒÇ¨Ö§ËÅ‹Í¤Í¹¡ÃÕµ
- à»š¹¡ÒÃ¶‹ÒÂà·áÃ§´Ö§â´ÂµÃ§ä»·Õè¤Í¹¡ÃÕµ ·ÓãËŒÁÕáÃ§ÂÖ´µÔ´á¹‹¹·ÕèÊÙ§
- ¤Í¹¡ÃÕµµÃ§¨Ø´·Õè»ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ½˜§ÍÂÙ‹¨ÐäÁ‹«éÓ à¾ÃÒÐäÁ‹ä´ŒÃÑºáÃ§¡ÃÐá·¡¨Ò¡¡ÒÃà¨ÒÐ¢Í§´Í¡ÊÇ‹Ò¹
- ¼ÅÔµ¨Ò¡«Ô§¤�ÍÑÅÅÍÂ äÁ‹à»š¹Ê¹ÔÁ ·¹·Ò¹·Ø¡ÊÀÒ¾ÍÒ¡ÒÈ
- ¡ÒÃµỐ µÑé§§‹ÒÂ´ÒÂ à¾ÕÂ§áµ‹¢Ñ¹¹çÍµµÑÇ¼ÙŒ¼‹Ò¹ÃÙáººËÅ‹Í¤Í¹¡ÃÕµ (àËÅç¡áººËÃ×ÍäÁŒáºº) à¢ŒÒä»ã¹ÃÙ
 ¢Í§»ÅÑê¡½˜§¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ áÅŒÇà·¤Í¹¡ÃÕµÅ§ä»ã¹áººËÅ‹Í
- ¢¨Ñ´»˜ÞËÒàÁ×èÍ´Í¡ÊÇ‹Ò¹·Õèà¨ÒÐà¨ÍàËÅç¡àÊŒ¹½˜§ÍÂÙ‹ã¹¤Í¹¡ÃÕµ
- à¾×èÍµÔ´µÑé§¡ÑºáººËÅ‹Í¤Í¹¡ÃÕµ¨ÐµŒÍ§·Ò¹éÓÁÑ¹ËÅ‹ÍÅ×è¹·Õè¨Ø¡¾ÅÒÊµÔ¡ËÃ×Í¹çÍµ¡‹Í¹à¾×èÍ»‡Í§¡Ñ¹
 ¡ÒÃÍØ´µÑ¹¢Í§¹éÓ¤Í¹¡ÃÕµ

1. Pass nail through plastic cap 
 hole and hammer nail at 
 predetermined point.

1. Pass bolt through steel form or 
 wood form hole into the Concrete 
 Insert and tighten. Concrete Insert 
 can be secured to steel form 
 or wood form with a bolt.

3. Remove bolt and steel form or wood 
 form, leaving the Concrete Insert 
 firmly embedded in the concrete.

2. Pour Concrete 4. Insert the concrete size bolt through 
 the fixture into the Concrete Insert 
 and tighten. The fixture is fixed at 
 the predetermined point.

4. àÍÒ¹çÍµµÑÇ¼ÙŒÊÍ´¼‹Ò¹ÇÑµ¶Ø·Õè̈ ÐµỐ µÑé§à¢ŒÒä»
 ã¹»ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µáÅŒÇ¢Ñ¹ãËŒá¹‹¹ 
 ÇÑµ¶Ø̈ Ð¶Ù¡µỐ µÑé§ã¹µÓáË¹‹§·ÕèµŒÍ§¡ÒÃ

1. ÊÍ´¹çÍµµÑÇ¼ÙŒ¼‹Ò¹ÃÙàËÅç¡áººËÃ×ÍäÁŒáºº
 à¢ŒÒä»ã¹»ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ ¢Ñ¹ãËŒá¹‹¹
 »ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ¨Ð¶Ù¡ÂÖ́ µỐ á¹‹¹¡Ñº
 àËÅç¡áººËÃ×ÍäÁŒáºº

2. à·¤Í¹¡ÃÕµÅ§ã¹áººËÅ‹Í¤Í¹¡ÃÕµ
 ·Ôé§ãËŒ¤Í¹¡ÃÕµá¢ç§µÑÇ

3. ¶Í´àËÅç¡áººËÃ×ÍäÁŒáººâ´Â¢Ñ¹
 ¹çÍµµÑÇ¼ÙŒÍÍ¡ »ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ¨Ð
 ¶Ù¡½̃§µỐ ÍÂÙ‹ã¹¤Í¹¡ÃÕµµÃ§µÓáË¹‹§·Õè
 ä Œ́¡ÓË¹´äÇŒáÅŒÇ

1. ÊÍ´µÐ»Ùà¢ŒÒä»ã¹ÃÙ¢Í§ Ø̈¡¾ÅÒÊµÔ¡
 áÅŒÇµÍ¡µÐ»ÙµỐ ¡ÑºäÁŒáººµÃ§µÓáË¹‹§
 ·Õèä Œ́¡ÓË¹´äÇŒáÅŒÇ

2. Tighten the Concrete Insert
 to the plastic cap. 
 Concrete can be secured 
 to wood form with a strong 
 hole nail.

3. Pour Concrete 4. Strip the wood form. 
 Hammer the nail into the 
 Concrete Insert.

5. Remove the plastic cap
 with screw driver, leaving 
 the Concrete Insert firmly 
 embedded into concrete.

5. ¢Ñ¹¨Ø¡¾ÅÒÊµÔ¡ÍÍ¡â´ÂãªŒä¢¤Ç§ 
 àÍÒµÐ»ÙÍÍ¡ »ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ
 ¨Ð¶Ù¡½̃§ Ố¹á¹‹¹ã¹¤Í¹¡ÃÕµµÃ§
 µÓáË¹‹§·ÕèµŒÍ§¡ÒÃ

2. àÍÒ»ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ¢Ñ¹µỐ ¡Ñº
 Ø̈¡¾ÅÒÊµÔ¡ãËŒá¹‹¹

3. à·¤Í¹¡ÃÕµÅ§ã¹äÁŒáºº
 ·Ôé§ãËŒ¤Í¹¡ÃÕµá¢ç§µÑÇ

4. á¡ÐäÁŒáººÍÍ¡ µÍ¡µÐ»ÙãËŒËÅº
 à¢ŒÒä»ã¹»ÅÑê¡¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ

Installation วิธีติดตั้ง







CONCRETE INSERT : Type CI
ปลั๊กคอนกรีตอินเสิร์ต รุ่น CI พร้อมจุกพลาสติก

PLASTIC CAP
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Thread Size

“A”
Size of 

Plug Cap “Z”
Size of 

Nail Hole “X”
Plug Cap

Thickness “Y”
Plug Length

“U”

3/8

1/2

3/8”

1/2”

M10

M12

inch mm.mm. mm. mm.

3.8

3.8

mm.

ºÃÃ¨Ø
ÅÑ§ÅÐ
µÑÇ

ºÃÃ¨Ø
¡Å‹Í§ÅÐ
µÑÇ

ÃËÑÊÊÔ¹¤ŒÒ

22

22

35

20

25

40

25

33

71

1,000

750

200

100

75

20

Item No.

¢¹Ò´

Size

¢¹Ò´¢Í§à¡ÅÕÂÇ
ËÃ×Í¢¹Ò´
¢Í§¹�ÍµµÑÇ¼ÙŒ

Thread Size

“A”

¤ÇÒÁÂÒÇ¢Í§

¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ

Concrete Insert

Length “L”

¤ÇÒÁÂÒÇ

¢Í§à¡ÅÕÂÇ

Length of

Thread “H”

¢¹Ò´¢Í§°Ò¹

¤Í¹¡ÃÕµÍÔ¹àÊÔÃ�µ

Based on

Concrete “D”
Pcs./Box Pcs./Ctn.

CI-38 S
CI-38 L
CI-12 L

3/8 S

3/8 L

1/2 L

2.3

3.6

7.9

1.4

2.2

4.7

3/8”

3/8”

1/2”

inch mm. mm. mm.

1ชุด ประกอบด้วย ตัว+หัวจุก

Pull-out

kN

áÃ§´Ö§

Shear

kN

áÃ§à©×Í¹


